


HOW TO USE

Using the vacuum cleaner in the stick mode

* With your foot resting on the brush, tilt the
body of the cleaner down.

: Bogy *» The brush can be adjusted te the right
s side and the left side by rotating the body.
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Using the vacuum cleaner in the shoulder mede

* Assembie the clips and rotate the hose adapter to the suction opening until you hear it
‘click'.
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REPLACING THE DUST BAG

* Open the dust cover and push the dust bag holder in the direction of the arrow mark and
take out the old dust bag.

= When replacing the dust bag, place the hard board of the dust bag between the two guides
and insert the lower part of it into the bottom hooks and fix the upper part of it with the dust
bag holder.

* The dust cover can net be closed completely when the dust bag is set wrong.
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= The upholstery nozzle can be connected
to the end of the crevice nozzle.

* To use the dusting brush, slide it into the
upholstery nozzle.
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* Take out the motor protection filter * Open the micro filter cover and take the
and clean it. micre- filter out of it.
e * Replace the micro- filter with a new one.
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BEFORE ASKING FOR SERVICE

B Please check each item below if you have trouble with your cleaner.
M Before checking, ensure the cleaner is unplugged from the power supply.

* Accessaries

PROBLEM CHECK POINT SOLUTION
+ Suction power is weak *» Dust bag » If it is filled with dust, change it.
* Brush * Remove hair, string and lint build-

up in the brush area.

« If clogged or blocked, remove the
object.

* The cleaner does not work
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* Plug On/Off switch

» When the dust bag
is full or openings
are blocked, the
over heating
protection for the
motor is activated
automatically.

* Plug in firmly, push On/Off switch
to On.

» Switch off and unplug the cleaner
and check the dust bag,
openings and blockages.

The cleaner can be switched on
again after about 30 minutes.

* Power cord is not pulled out
of the cleaner.

* Power cord

*» Pull the power cord out a little
and press the cord rewind button.

* Do not pull it by force.
Rewind it a little by pressing the
cord rewind button and pull it out.




